GENUINE PARTS




HOW TO USE THIS PARTS LIST

1. This Parts List is applied to the Honda 50 Model PF50 only.

2. In each component block parts are arranged according to the disassembly
procedure except for standard parts as bolts, nuts which are found at the
bottom of the page. Therefore, this list can also be utilized as a manual for
servicing as well as for placement of orders for spare parts.

3. Composition of Parts Numbers is as follows :

(General Part) 11200 - 081 - 01
Function and Component No.
Muodel Code No.

Modification Designation

Sub-contractor Designation

(Bolt) 092000 - 08018 -0 A

—

Component No.

Dimensions
IS0 Standard Designation
Surface Treatment Designation

(Nut) 94001 - 080 - 20 - OS

Component No,

Dimension

Surface Treatment
IS0 Standard Designation

4. Announcement on the respective engine ﬁarts modifications will be made with
Parts News and/or Revision Sheets,

5. The figure under the heading « No. Used » indicates the number of pieces used
in the respective component block.

6. Engine serial numbers are indicated as follows.

me g p w

Model Numbering Code  Area Code  Engine Serial Number



Numbering Code ! When cngine serial number is exceed up to engine

serial number 99999, it is changed from numbering

code C to D.

Area Code : Used for England (GB)  Used for Germany (D)
Used for France (F) Used for Danmark (DK)
Used for Belgium (B) Used for Finland (SF)

Used for Netherland (NL)

Engine Serial Number : Engine Serial Numbers are indicated to production

10,

12,

units and controlled by engine serial numbers for mar-
keting areas. '

* Further, area codes are omitted from this Parts List.
Engine serial number is located on the left crankcase below the crank pedal.

Dimensions are indicated in millimeters except for steel balls which are indi-
cated in inches.

When modifications are made to a part, the reference number will change as
1-1, 1-2 ete. for the modified part with applicable serial numbers entered for

each of 1t

Placement of orders are requested to be made with our Parts Division under
the Part Numbers, not by part descriptions.

This Parts List was compiled as onJune, 3, 1970.

Not available separately = | |
Niet afzonderlijk verkrijgbaar - Non livrable séparément - Nicht separat lie-

ferbar.

HONDA MOTOR N.V.



ISO THREADED PARTS

— Not interchangeable with the previous threaded parts —

Threaded parts used in this model comform to the Thread Standard of 1SO (Inter-
national Standardization Organization), and are different from those used in the
earlier models,

For servicing this model, therefore, tool set for the earlier models is not sufficient.
Socket or box wrenches for 5.5 mm, 7 mm, 12 mm, 22 mm, 24 mm and 27 mm
in width across the flats will become necessary.

ISO threads with 3 mm, 4 mm, 5 mm and 12 mm thread diameters are different
in pitches from the earlier threads, thérefore, confused use of threaded parts will
result in damages to threads. :

Change in pitch

Thread Diameter Earlier Pitch ISO Pitch
3 mm 0.6 0.5
4mm 0.75 0.7
5 mm 0.9 0. 8
12mm 1.5 1.25

Width across flat - - Pitch

L _
IR~ Thead diameter

How to identify ISO threaded parts

For easy identification, the following markings are made on the new ISO threaded

parts.

Hex. bolts - Presence of figure on the bolt head
Crosg screws Semi-spherical embossement on the head

Nuts DR S p— Semi-spherical dimple

They can also be identified by the part numbers.
92000 - 08012 - OA
Those parts with this marking at the end of the part numbers are of ISO

threads.
For further details, please refer to Service Bulletin No. 004 dated April 20, 1967.









icf. Part No. - Description Qty Remarks
Q. : . -
T ——

I 12100—081—010  CYLINDER  ooooooooesss oo semseesseesso s 1
2 12191—081—000 - GASKET, cYRAEr woooooooioesoiosoeer oo
3 12200081000  HEAD, CYAEr .oo.oooovrrorsrsrerosoe

12200—081—010  HEAD, CYHAAEr wooveoseosssrsseossserssssssresssosnes
4 12210—081—000  PIPE COMP., (16t woooooooooooeoeeoeeooeesorn

Co001—C07226
C07226

— b

5 12251—081—000 GASKET, cylinder head

6  12301—081—000 COVER, cylinder head ..o v rensssrmsssrnenns
12301—081—040 COVER, cylinder head .......coccniimeooncinians
12301—081—050 COVER, cylinder head ......ccoeoeeve e sserenrsens .

8 12391081000 GASKET, cylinder cover head . ...
12391—081—010 GASKET, cylinder cover head ........occnvireree

9 14920—081—020 SHAFT COMP., decomp. ..o

C00001—C07101
C07101—C07226
C07226
C00001—C07226
C07226

bk e e s s = ek

10 14935—081—010  SPRING, decomp. FEtUIN ..ovromsmmissomsons
11  14945—081—010  BRACKET, decomp.

12 16265—081—000  INSULATOR, carburettor

I3 16267—08 1—000 GASKET, inlet PiPe «.c.coceevccre e viees st mn s e emesenis
14 90478-~700—000  WASHER A, 6 MM ..o.oooernsreeerreessesenrersecsnsenns

Pt Bl el e pd

—L

15 90607—081—000  CIR-CLIP, 7 MM ooooorrrismersorsstrasssree |
16 91301—216—000  O-RING, 5.5 X L5 wmrmmcsmmmsmscsmsmsssrin
17 9200006020 BOLT, heX, 6 X 20 ooosmimsmmssmsrenns
18 92000—06071 1:10) 05 o S T T SO
19 92000—06100- BOLT, heX, 6 X 100 oooomecommmmmmemmnsmsissessene
20 9200006112 BOLT, hex.,, 6 X 112 ..eeen

— e B e e

21 92100—06028 BOLT, hex.; 6 %X 2B . ... 1
22 92100—06032 BOLT, hex., 6 X 32  .errvrnrvmsrssvemnsvsmmsssmnens |
23 9210006056 BOLT, hex., 6 x 58 .*
24 92700—06030 BOLT, stud, 6 x 30
25 93500—06020 SCREW, pan, 6 X 20 e rmeseees

I

26 93500—06025 SCREW, pan, 6 x 25 ...
27 94301---08120 PIN, knock, 8 X [2 .sciiriian. 2




































































































































