HONDA 50

MODEL SS502Z
OWNER'S MANUAL

Pleazse read this manual thoroughly before riding the
moped . Follow the instructions carefully for optimum
performance and trouble-free durability.

{IWHER'S NAME
ADDRESS

DATE OF PURCHASE

CHASSIS NO.
ENGINE NO.

& HONDA MOTOR GO, LTD. 1973

Overall length
Overall width
Overall height
Wheel base
Weaight

Tire siza

Fuzl tank capacity
Displacement
Bore ® stroke

Co mpression rato

Spark plug

Battary

(il capacity

Gear ratios 1at
2nd.
3rd.
41h.

Primary reduction
Secondary reduction

2205150

1.845mm { 72.6in.)
A70mm (224 in.)
950.mm (374 .}
1. 180mm ( 46.50n,)
73kg (16 lbs)
Front 250-17 (4PR]
Rear 250-17 (4PR)
700t (1B US. gal, 15imp. gal}
49cc (290cuin.)
300X 414mmi 1535 1 830In.)

2B

NGK C-6HS, ND U20FS

BY-4hH

p70t (D.7US. gt O6Imp. ql.)

2692
1823
1.300
0.958
4312
3.500

K,

%= HB20007503

FRINTED IN JAPAN

Remove fuel filler cap (00 and check for sufficient fusl
Fill if necessary, NEVER USE FUEL/QIL MIXTURE.
Tank capacity ¢ 7.0Iters (1.8 US:gals., 1.5 Imp. gals.)

Unscrew filler cap (2 and chedk engine ol level, making
sure it is between UPPER and LOWER marks on the gauge.
Do NOT serew in filler gap when checking. Use oil of proper
viscosity grade:
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& Filler cap dipstick
& Upper mark
B Lower mark

1 Fuel filler cap @ i fill hole

Turn fuel cock (D to “ON" position, Position “R” is for reserve
tanle {10 Witers;04US gal.. 0.3lmp.gal.}. Insert key into main
switeh @ and wen 1110 “ON" positien.  Make: sure neutral
indicator light {(green) on the speadometer 15 ON

1) Fuel cock @ Main switch

Twist throttle grip 3 inward shghtly and depréss kick starter
with right feot. Starting from top of stroke and  followmng
through to bottom with & rapid-and continuous kick, Depress
it two or thres times until engine fires.

In cold weather, turn choke lever @ to fully “CLOSE"
Return it to "OPEN" position as enging warms up.
@ Throttla grip @) Choke laver

pOSITaOn.




Spesdometer (U indicates speod and odometer @ Is included
in it 1o record the milgage travelled.

Flace switch & in red-dot position for day-time riding, Posi-
tion “L* is for low beam or dim and posigen *H™ for  high
Devarm.

Move switch (5 10 "R" position when making a right tern and
te "L" position when making a left turn.
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iZ) Odometer .{l)& e
# MNeutral indicator light e W
@ Headlight control switch e RS ——
& Tum signal control switch fif’ rathy = — '__
) Horn button Rl i =z =
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Turn main switeh kay () o “OFF” pos:ition and remove key.
Turn fuel cock () 1w “S" postion. If necessary, lock handiebar.
To lock, turn handlebar all the way 1o the left, insert key Into
stegring lock (3 and turn it as lustrated below

Heimet holder eliminates carrying your helmet when parking.

The holder can be locked to prevent thefl

1. Unlpck the helmet holder with the main switch key (71,

2. Hang your helmat (&) on the holder pin (@ and push the
pin to lock,

1 Main switch key 3 Steering lock

OFF
@ Holder pin (& Key
& Fuel cnck 5 Helmet
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Turn back throttle grip, squeeze clulch lever {left side) and
depress gear change pedal to shift into low { Ist) gear, Shift
up to 2nd, 3rd, and 4th oas dlustrated.

Always close throttle and disengage clutch when shiftng.

Shifting sequenca

BRAKING SAFETY

Use the engine brake whenewver possible,

MNote I Avoid down-shifting for accaferaton or engine braking
if you are traveling too fast for each gear

When brakmng, USE BOTH BRAKES AT THE SAME TIME.
With the. front brake only thera i a chance of somersaulting,
while with the rear only there s a danger of " fishtailing™ ([ rear
wheel skidding sideways), especally on lurns.

When pedaling {biaysling ). be sure to check the following items,

1. Turn power select lever (0 in the direction of & and tum
latt pedal 180" clockwise.

2.Turn pedal gateh 3 {right side] In the direction of & com-
pletaly. Mow you can pedal.

When replacing 1o engine drive running, Wurm powear select lav-
er and pedal catch i the directon.of (BL And then turn left
pedal counterclockwise until right pedal is fitted w0 fork sto-
ppar with pedal catch.

# Pedal catch

i Pawer select lever ‘& Fork stopper




To earry out the items of seheduled maintenance-cheocks and
adpsiments-for better performance of your maped.

Months or Miles, whichever
agourd lirst

Femove filer cap dipstick (0. Then remove drain plug @
te drain the ol white it s warm. Refill up & upper level

on level gauge.

L Filler cap dipstick
A Upper level mark
B Lower level mark

Service Required
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km |
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Engine il <ahange

Contact breaker pomts
| ohack and chean
|
|
Fusl strainer-wash
Drive chaincadjust and
| lubricats
Frant ‘and rear brake-
adjust
Batrary-check slectralyte
Il

Stophght switch-adjust

Clutch cable-adjust

Spark plieg-clean and
adjust _
Tirg infiation pressurs.
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First: | Second| Trurd i
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300 | 5000 | 10.000) 5000
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[ Evary ES0O0Km|- 1000 Milesi
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# Contact your HONDA DEALER if any trouble ooours.

2 Drain plug

(2) CONTACT BREAKER

POINTS

Open contact bredker points
{1 with a finger or amall
serewdriver and check  for
gondition.. Clean: them with
clean cloth, if dirty,

Front brake lever free play and rear brake pedal free
travel should be 20-30mm (08-1.2in.)

Cheek and if necessary,

nuls.

(11 Front brake lever
2 Lever free play

adjust by means of adjusting

@ Front brake adjusting nut

(1} Rear brake pedal
@ Fadal free travel

o, I )
Lol 0 Tl For

‘Stoplight should

BATTES
Check  elegtrolyte level n
aach cell, making sure It 15
betwesn UPPER LEVEL -and
LOWER LEVEL marks.

Femove cell caps and add
distilled water, if necessary.

come  on
whan brake pedal 15 depres
sed to the point where brake
jugt begins to be appied.
Screw in (&) adjusting nut 2
when stophight comes on too
lata.

Clutch  laver  free play @
should be 10-20 mm L4
0.8in.) . Check  and, if
negessary, Ioosen |lock nut
iZrand adjust by clutch ad
juster(3)

(i: Battery
A Upper level mark
B Lower level mark

1 Stoplight switch
i Adjusting nut

MCluteh lever free play
Flock nut
EFClutch adjuster




Turn fuel cock (D o “8" posihon and unscrew stramer
gap (@), Then take oul O ring (3 -and strainer 2. Wash
atrainer m solvent and reassemble. Tourn fuel cock 1o
“ON" position and check for leakane.

Ul Fuel cock

) Strainer
iE0 ring
41 Strainer cap

e
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1 Drive chain @ Rear axle nut & Adjuster
# Cotter pin

VE HRATN

Tension is gorrect when chain (1) has 10-20mm {0.4-
0.8in.} sag at & point half way betwsen sprockels, Remove
cotier pin (), loosen rear axle nut (3 and turn adusting
nut (@. Align index mark (D on both adusters & to the
same side scale &) Afer adjustment, retighten axle nut
and altach ocotter pin.

NOTE : Adjust rear brake after drive chain

adjusiment.

T Index mark
@ Adjusting nut  # Side scale

Lubricale drive chan as
lustrated.

Check spark plug tp  for
carbon deposits or  fouling
condition. Chean it with spark
pdug cleangr; If necessary.
If the cleanar is unavalable,
clean the plug with & suff
wire, wash in sclvent and
wipe with rag. MNormai gap
i 0.6-0.72mm (00249-
0.028in.). The adjusiment is
made by bending negative

electrode (7).

Correct nflation pressure 13
18kglem® (26psi) for fromt
tirg -and 20kg/em? {28 psi)
for rear tirg. Check tires
from tme 1o time, especially
before |ong-distance rides,
with a tire gauge.

1 Spark plug gap
2 Negative electrode
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